Technical data

Model group E12 E14 E15 E1
1.1 Manufacturer (abbreviation) LINDE LINDE LINDE LINDE LINDE
fé 1.2 Manufacturer’s type designation E12 E14 E15 E16C E16
= | 13 Drive: electric (battery or mains), diesel, petrol, fuel gas Battery Battery Battery Battery Battery
S| 14 Operator type: hand, pedestrian, standing, seated, order-picker Seated Seated Seated Seated Seated
% 1.5 Load capacity/rated load Q (1) 1.2 1.4 1.5 1.6 1.6
.g 1.6 Load centre distance ¢ (mm) 500 500 500 500 500
1.8 Load distance, centre of drive axle to fork X (mm) 365 365 365 365 365
1.9 Wheelbase y (mm) 1156" 1301" 1301" 13017 1409 "
— 2.1 Service weight kg 2680 2861 2952 3055 3028
%‘ 2.2 Axle loading, laden front/rear kg 3386/494 3758/503 3903/549 4091/564 4088/540
=123 Axle loading, unladen front/rear kg 1288/1392 1427/1433 1406/1546 1427/1628 1506/1522
3.1 Tyres: solid rubber, superelastic, pneumatic, polyurethane SE SE SE SE SE
@2 | 32 Tyre size, front 18x7-82 18x7-8% 18x7-87 18x7-8? 18 x7-8?
E 3.3 Tyre size, rear 15x41/2-87 15x41/2-8Y 15x41/2-8" 15x41/2-8" 15x41/2-8?
5 3.5 Wheels, number front rear (x = driven wheels) 2x/2 2x/2 2x/2 2x/2 2x/2
= | 36 Tread, front b10 (mm) 930 930 930 930 930
3.7 Tread, rear b11 (mm) 168 168 168 168 168
41 Tilt of mast/fork carriage forward/backward Grad 5/7.5 5/7.5 5/7.5 5/7.5 5/7.5
4.2 Height, mast lowered h1 (mm) 21949 21949 21949 21949 21949
4.3 Free lift h2 (mm) 150 150 150 150 150
4.4 Lift h3 (mm) 3110 3110 3110 3110 3110
4.5 Height, mast extended h4 (mm) 3713 3713 3713 3713 3713
4.7 Height of overhead quard (cabin) h6 (mm) 1970 1970 1970 1970 1970
4.8 Seat height/stand height h7 (mm) 908 908 908 908 908
412 Coupling height h10 (mm) 510 510 510 510 510
- 4.19 Overall length [1 (mm) 2601 2746 2638 2746 2854
é 4.20 Length to face of forks 12 (mm) 1701 1846 1738 1846 1954
E 421 overall width b1/b2 (mm)  1090/1050”  1090/1050”  1090/1050”7  1090/1050”  1090,/10507
e | 422 Fork dimensions s/e/l(mm)  40x80x 1000 40x80x 1000 40x80x1000 40x80x1000 40x80x 1000
4.23 Fork carriage DIN 15173, class/type A, B 2A 2A 2A 2A 2A
4.24 Fork-carriage width b3 (mm) 1040 1040 1040 1040 1040
4.31 Ground clearance, laden, below mast m1 (mm) 89 89 89 89 92
4.32 Ground clearance, centre of wheelbase m2 (mm) 96 96 96 96 96
433 Aisle width for pallets 1000 x 1200 crossways — Ast (mm) 3040 3177 3177 3196 3281
434 Aisle width for pallets 800 x 1200 lengthways ~ Ast (mm) 3164 3301 3301 3320 3405
4.35 Turning radius Wa (mm) 1349 1486 1486 1505 1590
436 Internal turning radius b13 (mm) - - - - -
5.1 Travel speed, laden/unladen km/h 12.5/13.5 16/16 12.5/13.5 16/16 16/16
5.2 Lift speed, laden/unladen m/s 0.3/0.5 0.4/0.6 0.3/0.5 0.4/0.6 0.4/0.6
2153 Lowering speed, laden/unladen m/s 0.58/0.47 0.58/0.47 0.58/0.47 0.58/0.47 0.6/0.55
o |55 Drawbar pull, laden/unladen N 2400/2400 2300/2300 2400/2400 2300/2300 2300/2300
c |56 Max. drawbar pull, laden/unladen N 6450/6450 9200,/9200 6450/6450 9200,/9200 9200,/9200
S 5.7 Gradeability, laden/unladen % 7.7/11.4 7.3/11.0 7.1/10.9 6.7/10.3 6.8/10.4
I |58 Max. gradeability, laden /unladen % 15.6/23.6 22.6/34.7 14.5/22.5 20.6/32.3 20.7/32.6
5.9 Acceleration time, laden/unladen S 6.2/5.4 4.5/4.0 6.5/5.6 45/4.0 4.6/4.1
5.10  Service brake hydr. /mech. hydr. /mech. hydr. /mech. hydr. /mech. hydr. /mech.
6.1 Drive motor rating S2 60 min kw 2x3.5 2x4.6 2x3.5 2x4.6 2x4.6
g |62 Lift motor rating at S3 15 % kw 5 10 5 10 10
g 6.3 Battery acc. to DIN 43531/35/36 A, B, C, no 43535A 43531A 43535A 43531A 43531A
g | 64 Battery voltage, nominal capacity Ks V/Ah  24/550(575)7 48/440(460)? 24/880(920)? 48/440 (460)? 48/550 (575)
% 6.5 Battery weight kg 445 708 676 708 856
6.6 Energy consumption acc. to VDI cycle kWh/h = 6.2 = 6.4 6.4
£ 8.2 Operating pressure for attachments bar 170 180 190 170 170
2] 83 0il volume for attachments [/min 329 329 329 329 329
é 8.4 Sound level at the driver's ear according to DIN 12053 dB(A) <65 <65 <65 <65 <65
2|85 Towing coupling, type DIN = = = = =

1) with lifting mast vertical

2) Optional: pneumatic tyres, 18x7-8 7 16 PR or wrap-around
3) Optional: pneumatic tyres, 15x4 1/2-8/12PR

4) Optional: pneumatic tyres, 16 x6-8/10PR

5) Optional: wrap-around tyres

6) With 150 mm free lift

7) With wrap-around tyre, 18x6 b1-1074
8) At 80% nominal pressure (8.2)

9) Data between brackets are taken from the
instruction leaflet on “Use of European-seri
DIN-standard batteries” (July 2002 edition).

According to VDI 2198



Standard and optional equipment

Standard equipment

Truck

Hydrostatic power steering

Linde twin accelerator pedals for all vehicle movements
Three wheeled configuration

Dual axis fingertip joystick controls (Linde Load Control)
integrated into the adjustable arm rest

2 x 3.5kW maintenance free AC drive motors (24V E12, E15)
2 x 4.6 kW maintenance free AC drive motors

(48VE16C, E16,E16L, E16 H, E18, E18L)

5kW AC maintenance free lift motor (24V E12, E15)

10kW AC maintenance free lift motor

(48VE16C, E16,E16L, E16 H, E18, E18L)

Proportional reduction of travel speed when cornering

(Linde Driver Assistant)

Seamless electronic control of all traction and hydraulic movements
Standard chassis suitable for working in ISO containers with
appropriate mast

Options

Single pedal accelerator with forward/reverse selector in
the armrest

Standard mast lifts up to 5,610 mm

Duplex mast lifts (full free lift) up to 3,825 mm

Triplex mast lifts (full free lift) up to 6,075 mm
Integrated sideshift

Integrated fork spreader

Tilt cylinder protection

Load guard

Single and double additional hydraulics for attachments
Alternative fork lengths

Alternative fork carriage widths

Polycarbonate top screen on overhead guard

Front and rear screens, wipers and top screen

Full cab with hinged doors

Overhead guard sun blind

Heating (with pollen protection filter)

Radio with cassette player

Fabric covered comfort seat

Hydraulically adjustable full suspension PVC operator’s seat
with armrest

Comprehensive digital instrument display

Superelastic tyres

Generous storage facilities for writing materials and
miscellaneous items

Battery capacity for flat version (height h6 = 1,970 mm)
E12=24V/575Ah, E15=24V/920Ah, E14 = 48V /460 Ah,
E16=48V/575Ah, E16C = 48V/460Ah, E16L = 48V /690 Ah,
E18=48V/690Ah, E18L = 48V/690 Ah

Raised version for greater battery capacity (height h6=2,130mm)
E16H = 48V/700Ah

Mast

Clearview standard mast 3,110 mm lift
Fork length 1,000mm

Fork carriage width 1,040 mm

Super-comfort seat with air suspension, heater and backrest
extension

Swivelling seat

Integrated charger unit, 2-phase and 3-phase versions,
optionally with electrolytic recirculation

Individual hydraulic control joysticks

Scanner terminal docking port

Truck lighting/flashing amber beacon/working lamps
Driving mirror

Full road lighting

Audible reversing alarm

(lipboard

Cold store protection

Alternative colour schemes

Linde Fleet Management (LFM)

Alternative tyre types

Other options available on request






